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TO PREVENT TIP BURNOUT
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WARNING
A flashback (oxygen-fuel mixture burning inside extension
tube) can cause a severe burn hazard. To avoid injury in
case of flashback, Inmediately close both torch valves to
extinguish flame. Do not touch mixer, extension tube or
tip until they are cool.

FOR EFFICIENT LOW COST HEATING
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VISUALLY ADJUSTING FLAME
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ADJUSTING WITH TEST GAUGES
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NOTE

The regulator gauges will always show a higher pressure
than the test gauges because of loss, or drag, in the hoses.
A large disparity results from too small a diameter, too long
a hose or old hose with too many splices.
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WARNING
Use in well-ventilated area. Operation in closed area can
result in oxygen deficient atmosphere and suffocation of
the operator.
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WARNING
A flashback (oxygen-fuel mixture burning inside extension
tube) can cause a severe burn hazard. To avoid injury in
case of flashback, Inmediately close both torch valves to
extinguish flame. Do not touch mixer, extension tube or
tip until they are cool.
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ADJUSTING WITH TEST GAUGES
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NOTE

The regulator gauges will always show a higher pressure
than the test gauges because of loss, or drag, in the hoses.
A large disparity results from too small a diameter, too long
a hose or old hose with too many splices.
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WARNING
Use in well-ventilated area. Operation in closed area can
result in oxygen deficient atmosphere and suffocation of
the operator.
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CAUTION

Use RMA-CGA grade T hose for all fuel gases to prevent
hose failure. Use grades R and RM for acetylene only.

CHECK VALVES
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CAUTION

Use RMA-CGA grade T hose for all fuel gases to prevent
hose failure. Use grades R and RM for acetylene only.

CHECK VALVES
000000 00IbooIbooo0o 100100000000 Ib0O0 b OIoooIoooo
I T 1
080
[ 0000100 00000000 000000000 000100000000 0000010000100
100001I00000001000 00Douoo D000uooo

[0 00000000IoIomonoo 00000000IoIononan
A i J0000000I0T000rC0a
[O00I00000 IOLOO000I00o0Noooomo I o o

CUSTOMER ASSISTANCE
1000000000000 0 00CN0I0IND0NI0DI0 00000100010 000
O000IC000DICoI000000000000000I00000001000000001000000
0000001 00000000000 000100000000 000 ontartoooooaon
0t 0 0 6

@Nﬂﬂl\

OoOoooboooioooobiOooomo;mooom;ma
0000000000000 0CIOO0IDiDb000N00eo00o
0000°10I000000i000o00 000010000000 001000000000
o ] o T

000oooooooo oooo



