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The 52B, 52C & 52S series Maniþex are modular gas distribution systems that may be connected to regulators, 
dual regulator switchovers, and Autoswitch systems. A modular gas distribution system allows the user to size 
the inlet capacity of a system so that cylinder changes will not be as frequent. The Maniþex system provides the 
user with the capability of purchasing an unlimited number of manifold stations connected to a single header. 

This equipment will perform in conformity with the description contained in this manual and accompanying 
labels and/or inserts when installed, operated, maintained, and repaired in accordance with the instructions 
provided. This equipment must be checked periodically for leaks and functionality. Equipment that is not 
working properly should not be used. Parts that are broken, missing, worn, or distorted should be replaced 
immediately. CONCOA recommends that a telephone or written request for service advice be made to 
CONCOA Customer Service in Virginia Beach, Virginia, PHONE: 1-800-225-0473, FAX: 1-757-422-3125, 
or E-MAIL: e-mail@concoa.com.

This equipment or any of its parts should not be altered without prior written approval by CONCOA. The 
user of this equipment shall have the sole responsibility for any malfunction that results from improper use, 
faulty maintenance, damage, improper repair, or alteration by anyone other than CONCOA or a service facility 
designated by CONCOA.





10. Always be sure that a cylinder contains the correct gas before connecting it to any manifold.
11. Always leak-test any manifold or distribution pipeline before using.
12. Always be sure that the gas in a pipeline is the correct gas for the intended use.
13. Always close all cylinder valves before disconnecting cylinders from a manifold.
14. Always remove all empty cylinders from a manifold before connecting full cylinders.
15. Always test cylinders to be sure the cylinders are full before connecting to a manifold.
























