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Torch handles 
& cuTTing aTTachmenTs
800 TorCh handle & aTTaChMenTs

Variety of mixers and 
cutting attachments 
available.  Fits all job 

applications

All silver brazed 
construction for safety 

and durability

Shrouded valves 
protected for long life

Large diameter valve 
stems for strength and 

durability

Corn Cob®  brass 
handle for sure grip

Straight through 
Oxygen and fuel tubes. 

No mixed gases in 
handle.

Stainless steel ball seat; 
finger-tight sealing

Valves are spring 
loaded providing 

smooth torque control 
and anti-backlash for 
precise flame control

Stainless Steel 
Adapter

Part Number Details

819 0800-01-1 800 Series torch handle

4800-5800 sTyle CuTTing aTTaChMenTs

Part Number Series Head Angle Head Tubes Length Weight

822 4875-01-1 4800 75° Stainless Steel Nickel Alloy 12" (30.5 cm) 1.8 lbs. (.82 kg.)

822 4890-01-1 4800 90° Stainless Steel Nickel Alloy 12" (30.5 cm) 1.8 lbs. (.82 kg.)

822 5875-01-1 5800 75° Bronze Nickel Alloy 12" (30.5 cm) 1.8 lbs. (.82 kg.)

822 5890-01-1 5800 90° Bronze Nickel Alloy 12" (30.5 cm) 1.8 lbs. (.82 kg.)

822 5810-01-1 5800 180° Brass Nickel Alloy 12" (30.5 cm) 1.8 lbs. (.82 kg.)

 Ordering Information

 Ordering Information

The 800 Series handle is a heavy duty torch suitable for the 
most demanding heating, welding, and cutting applications. 
With a superior flow for heavy heating, the torch can provide 
up to 1.35 million BTUs per hour with an appropriate tip. 
The torch can also be combined with 4800-5800 Style 
attachments for cutting up to 8" (20 cm).

Length
10" (25 cm)

Weight (without tip)
1.3 lbs. (0.6 kg)

Fittings
9⁄16"-18 B Ext.

Hose Sizes
1⁄4" or 5⁄16" (6.3 mm or 7.9mm)

 Specifications



 CONCOA Industrial Catalog • Page 89CONCOA • 1.800.225.0473 • www.CONCOA.com

Torch handles 
& cuTTing aTTachmenTs

TORCHES

800 TorCh handle & aTTaChMenTs




