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Part Number Description

625526X-01-1 or
625526X-01-72

5260 Series Liquid Cylinder Regulator, Laser Gas Station with 36” (900mm) armor-jacketed, stainless steel hose.

Replace the “X” with the last number of the regulator required. -72 indicates 72” (1800mm) hose instead of 36” (900mm)

625527X-01-1 5270 Series Dual Stage Regulator, Flowmeter Regulator Gas Station with 36” (900mm) armor-jacketed, stainless steel hose.

8307706-01-1 Laser Gas Station with 72” (1800mm) armor-jacketed, stainless steel hose and CGA 540 connection. (Regulator sold separately.)

8307707-01-1 Laser Gas Station with 72” (1800mm) armor-jacketed, stainless steel hose and CGA 580 connection. (Regulator sold separately.)

8307708-01-1 Laser Gas Station with 72” (1800mm) armor-jacketed, stainless steel hose and CGA 320 connection. (Regulator sold separately.)

8307709-01-1 Laser Gas Station with 72” (1800mm) armor-jacketed, stainless steel hose and CGA 350 connection. (Regulator sold separately.)

8307710-01-1 Laser Gas Station with 72” (1800mm) armor-jacketed, stainless steel hose and CGA 590 connection. (Regulator sold separately.)

8307334-01-1 Laser Gas Station with 36” (900mm) armor-jacketed, stainless steel hose and CGA 540 connection. (Regulator sold separately.)

8307335-01-1 Laser Gas Station with 36” (900mm) armor-jacketed, stainless steel hose and CGA 580 connection. (Regulator sold separately.)

8307336-01-1 Laser Gas Station with 36” (900mm) armor-jacketed, stainless steel hose and CGA 320 connection. (Regulator sold separately.)

8307340-01-1 Laser Gas Station with 36” (900mm) armor-jacketed, stainless steel hose and CGA 350 connection. (Regulator sold separately.)

8307342-01-1 Laser Gas Station with 36” (900mm) armor-jacketed, stainless steel hose and CGA 590 connection. (Regulator sold separately.)

PLUGGED PORT IN GAS 
BLOCK

Purging or dual cylinder use

INTEGRATED CHECK 
VALVE AT INLET

No internal contamination during 
cylinder changes

BRACKET MOUNTS Attaches conveniently to any surface
GAS BLOCK Brass barstock

HOSE 316L stainless steel inner core
316L stainless steel braid (2 layers)
304 stainless steel armor casing

INLET CONNECTION Brass barstock
CHECK VALVE “O” RING Viton® or EPDM

MAXIMUM INLET 
PRESSURE

3000 PSIG (210 BAR)

TEMPERATURE RANGE -40 to 140°F (-40 to 60°C)
WEIGHT (5260 LESS 

HOSE)
8.3 lbs. (2.76 kg)

625 SERIES LASER GAS STATION

Advanced Features & Specifications

625 SERIES

Ordering Information

The 625 Series Laser Gas Station is a regulator option 
designed to mount any CONCOA laser gas regulator.  
Wall mounting a regulator provides ease of use and 
convenience, prevents regulator damage and improves 
safety. The 625 Series Laser Gas Station is available in 
brass barstock construction and comes complete with 
mounting bracket and either 3- or 6-foot long, flexible hose 
with armor casing.

6255265-01-1 shown


