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Cabinet Material:  11-gauge steel 
Exhaust Duct:  6 in (152 mm) diameter x 3 in (76 mm) height 
Sprinkler Activation Point:  160°F - 165°F (71°C - 74°C) 
Sprinkler Head Connection:  1/2 in MNPT
Cylinder brackets:  7 in - 10 in (177 mm - 254 mm) diameter (chain and strap included) 
Fire-rated Window:  1/4 in clear wire glass
Temperature Range:  -40°F to 140°F (-40°C to 60°C) 
Cylinder Fasteners:  Stainless steel 
Conformances:  NFPA 55; IFC; IBC; SEMI S2-93
 

Materials and Specifications

All Welded Steel Construction protects cylinders and valves from damage
Epoxy Painted and Powder Coated creates durable, easy to clean interior and exterior
Integrated Sprinkler Head provides isolated fire protection
Removable White Back Panel facilitates ease of maintenance
Adjustable Cylinder Bracket supports precise pig-tail alignment
Ventilation Louvers ensure interior air flow through cabinet
All Stainless Steel Fasteners assure added durability and longevity
Automatic Closing Door with Keyed Door Latch prevents unwanted access 

Features

C1-4222331-350M shown

The CONCOA C-Series Gas Cabinet Systems are designed to 
provide unparalleled protection to both the mounted gas supply 
system and their attached gas cylinders. Constructed with sturdy 
11-gauge thick steel, the cabinets are designed and built in 
accordance with CONCOA ISO 9001:2015 quality system to meet  
or exceed regulatory requirements including NFPA 55 and IFC. 
Cabinets come pre-installed with a 165°F (74°C) sprinkler head 
near the exhaust vent. Cabinet doors and windows are made to 
close and latch automatically. The welded unibody construction 
and rigid cylinder brackets increase sturdiness of the cabinet in the 
event of fires or earthquakes. CONCOA C-Series Gas Cabinets 
hold from one to four gas cylinders. 

Typical Applications
•	 Semiconductor & Electronics Manufacturing 
•	 Atomic Absorption (AA) Spectroscopy
•	 Hydrogen Blanketing
•	 Welding/Shielding Pipeline Gases 

C-Series Gas Cabinet
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Cabinet Part Number Description

C1 518 2001 One cylinder cabinet featuring all-welded, 11-guage steel construction; adjustable cylinder brackets; 
sprinkler head; 6-inch exhaust; automatic closing door and window, and ventilation louvers.

C2 518 2002 Two cylinder cabinet featuring all-welded, 11-guage steel construction; adjustable cylinder brackets; 
sprinkler head; 6-inch exhaust; automatic closing door and window, and ventilation louvers. 

C3 518 2003 Three cylinder cabinet featuring all-welded, 11-guage steel construction; adjustable cylinder brackets; 
sprinkler head; 6-inch exhaust; automatic closing door and window, and ventilation louvers.  

C4 518 2004 Four cylinder cabinet featuring all-welded, 11-guage steel construction; adjustable cylinder brackets; 
sprinkler head; 6-inch exhaust; automatic closing door and window, and ventilation louvers.  

Cabinets Without Installed Distribution Equipment 

For example, to order a single-cylinder cabinet system with a 422 Series regulator with an outlet pressure range of 0-50 PSIG (0-3.5 
BAR), a 0-4000 PSIG (0-275 BAR) inlet pressure gauge, a diaphragm valve with a 1/4" compression tube fitting, PSIG/kPa pressure 
gauges, and a CGA 350 connection for hydrogen service with Protocol Station, the part number would be: C1-4222331-350M. 
If ordering a 2-cylinder cabinet with a 527 Series switchover for hydrogen use, the part number would be: C2-5274171-350. 

Cabinet 
 Series Cylinders Regulator/Switchover 

Part Number Description

C 1: One XXX XXXX-XXX One cylinder cabinet system for 400, 300, and 200 Series regulators with 529 Series 
Protocol Station Systems.

2: Two Two cylinder cabinet system for 400, 300, and 200 Series regulators with 529 Series 
Protocol Station Systems.

3: Three Three cylinder cabinet system for 400, 300, and 200 Series regulators with 529 Series 
Protocol Station Systems.

4: Four Four cylinder cabinet system for 400, 300, and 200 Series regulators with 529 Series 
Protocol Station Systems.

Ordering Information

Installation Dimensions

C-Series Gas Cabinet




