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Cabinet Material:  11-gauge steel 
Exhaust Duct:  6 in (152 mm) diameter x 3 in (76 mm) height 
Sprinkler Activation Point:  160°F - 165°F (71°C - 74°C) 
Sprinkler Head Connection:  1/2 in MNPT
Cylinder brackets:  7 in - 10 in (177 mm - 254 mm) diameter (chain and strap included) 
Fire-rated Window:  1/4 in clear wire glass
Temperature Range:  -40°F to 140°F (-40°C to 60°C) 
Cylinder Fasteners:  Stainless steel 
Conformances:  NFPA 55; IFC; IBC; SEMI S2-93

Materials and Specifications

All Welded Steel Construction protects cylinders and valves from damage
Epoxy Painted and Powder Coated creates durable, easy to clean interior and exterior
Integrated Sprinkler Head provides isolated fire protection
Removable White Back Panel facilitates ease of maintenance
Adjustable Cylinder Bracket supports precise pig-tail alignment
Ventilation Louvers ensure interior air flow through cabinet
All Stainless Steel Fasteners assure added durability and longevity
Automatic Closing Door with Keyed Door Latch prevents unwanted access 

Features

custom gas cabinet shown

CONCOA designs and manufactures custom gas cabinets tailored to 
application specific requirements in any environment. Constructed from 
durable, fire-resistant steel and equipped with proper ventilation and 
safety features, they meet or exceed regulatory code requirements 
such as NFPA 55. Custom gas delivery equipment, gas detection, 
and safety device options such as emergency shutoff valves and 
emergency shutoff controllers allow the user to design a complete, 
safe, and interconnected system. Backed by decades of industry 
experience, CONCOA's unique capabilities maximize safety and reliability 
while providing the highest level of flexibility for monitoring and control of 
flammable and hazardous gas sources.  Whether looking for specialized 
containment for volatile, toxic, or high purity gases, CONCOA Custom 
Gas Cabinets offer tailored, space-saving layouts that optimize workflow 
while ensuring compliance with stringent safety regulations. 

Possibilities Include: 
• Cabinets with separate pressure controls to deliver multiple gases

of similar composition that can be stored in the same location
• Cabinets for flammable gases that include emergency shut-off valves, gas

detectors, and excess flow switches that can be integrated with a  585 Series
emergency shut-off controller.

• Cabinets for reactive gases that support a variety of purging options.

Custom Gas Cabinets



632 Series Gas Switchover

For ordering information, please contact CONCOA directly.

Ordering Information

Installation Dimensions
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